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MEASURING MICROSCOPE FOR SHAFT

B T
Product Standard Specification

W X# 200mm.500mm. 1,000mm
> A E & K Axis
Measurement range g v - =_ 5 o5mm (#7v 3> YZF—Y50mm. Y& 150mm)

Y Stage Option Y Stage Y Axis
KSH 0.001mm(U=7 27 — L)
¥1,150,000~ (Linear scale option)
B B B E 0001mmMYZRF—Y TAoO%X—FAY RitiE)
Smallest readout value (Y stage micrometer head specification)

0.0 TmMM(YEFT IV TF v L)
(Y Axis Digimatic specification)

D — J &R F VvIiOvyom@tyy—(I—sE60mm~)KDBROWVEFET
Work hold Please select from V block or Both Centers (work length 60mm ~)
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V Block

2 DT — 7 RFAIC T v 7 FORIKRIEMTA X T,

You can measure the shape of the shaft by holding two kinds of workhold.
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Both centers

A—LR1—T Z8 @ T Product Standard Specification
Zoom scope ZS
EREE Z—88E 0.7X ~ 5.0X (X—Ak7.0)

Magnification range Zoomed lens barrel

X—=LR—7F 7S
W D 105mm Zoom scope ZS

#1668 ~ #1131
E-y—fEx %1/34FCCDONATE 13 VFEZS—ERHELIIBE

Monitor magnification About 18x to about 113x
% In case 1/3 inch CCD camera and 13 inch monitor are connected.

A—=LZ23-T7 TS-93005 (ZER) LR Product Standard Specification
Zoom scope TS-93005 Sugitoh

& REHE X—L8EE 0.8X ~6.4%X (X—AHS8.0)

Magnification range Zoomed lens barrel =LA —7
TS-93005 (&ZER)

WD 83mm

Zoom scope TS-93005 Sugitoh

40X ~#350X
Eoy—fmEm %1/34YFCCDNASE 134 YFEZS—mEGEUIRE

Monitor magnification About 40X to about 350 %
% In case 1/3 inch CCD camera and 13 inch monitor are connected.

¥ USBAXSDBAE. FIE/N\YIvZECHEAELLIEEWL, ¥ FAUT MAXSOBE I IVERETCIR FIREZY—ZCHELLEEL,
For a USB camera, please prepare a separate computer In the case of a direct camera, a personal computer is unnecessary, but please prepare a separate monitor




